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Turbo vNAS

TVS-x71U Serie

Intel® Core® i7/i5/i3 and Pentium processors (PCle Gen3xe/Pcle Gen2 x4 for 2

maximum of 4x 10GbE or 8x 1GbE
ports

Provides 3,300+ MB/s throughput and 172,000+ IOPS superior performance
Two internal mSATA cache ports for IO acceleration
Scalable design, up to 1088TB raw capacity

® Built-in QvPC (QNAP virtualized
Personal Computer) technology:
Use the Turbo vNAS as a PC

u Supports transcoding and playing
back 4K videos

TVS-x71U Turbo vNAS Series S

high-resolution file formats and video
production workflows

e .,

= VMware®, Microsoft® Hyper-V, Citrix®

a & '- e
- i ' - " e - . ‘e I Ready, and Microsoft® VDI compatible
L] L ] ‘. ' - ] ] . L]
m Optimized for file management,
TVS-1271U-RP-PT-4G | TVS-1271U-RP-i5-16G TVS-871U-RP-PT-4G | TVS-871U-RP-i5-8G sharing and backing up business data
TVS-1271U-RP-i3-8G | TVS-1271U-RP-i7-32G TVS-871U-RP-i3-4G (LUN backup)
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Turbo vNAS

The 4th Generation Enhanced with
the QvPC Technology

(  th

1 St Generation NAS

Cross-platform network
storage for storing and
sharing data

NAS 4000

Scalable storage system
with storage manager,
myQNAPcloud, Qsync,
HDMI output/ XMBC
playback

2011

As new technologies continue to emerge, QNAP
further expands its product line-up of next-generation
networked storage. From the first-generation’s central
file management server to the second-generation’s
iSCSI SAN compatible unified storage system to the
third-generation’s Turbo NAS with customizable apps,
QNAP has been the leading storage solution provider.
With the industry-first QvPC Technology integrated in
the fourth-generation NAS, our Turbo vVNAS series are
the world's first NAS that can be transformed into a
cost-effective PC substitute for business applications.
The TVS-x71U series (the representative 4th generation
QNAP Turbo vNAS) is built on Intel Core i7/i5/i3
(Haswell) and Pentium, integrated with QvPC
technology to deliver superior performance for flawless
4K content.

Network storage device

2 Nd Generation NAS

iSCSI SAN with network
storage and surveillance
system

TS-239 Pro

4th Generation NAS

QTS 4 integrated with
Virtualization Station and
QNAP QvPC Technology

TVS-1271U-RP

Eum

Technology

23zt

The Evolution of NAS




Hardware Specifications

TVS-871U-RP TVS-1271U-RP

TVS-871U-RP-PT-4G | TVS-871U-RP-i3-4G | TVS-871U-RP-i5-8G | TVS-1271U-RP-PT-4G | TVS-1271U-RP-i3-8G | TVS-1271U-RP-i5-16G | TVS-1271U-RP-i7-32G

Dual-core Intel® Dual-core Intel® Core ™ | Quad-core Intel® Core ™ Dual-core Intel® Dual-core Intel® Core ™ Quad-core Intel® Quad-core Intel® Core ™

Pentium® G3250 3.1 GHz i3-4150 3.5 GHz i5-4590S 3.0 GHz  |Pentium® G3250 3.1 GHz i3-4150 3.5 GHz Core ™ i5-4590S 3.0 GHz|  i7-4790S 3.2 GHz
Processor Processor Processor Processor Processor Processor Processor
M 4GB DDR3 4GB DDR3 8GB DDR3 4GB DDR3 8GB DDR3 16GB DDR3 32GB DDR3
emory (Max. 32GB) (Max. 32GB) (Max. 32GB) (Max. 32GB) (Max. 32GB) (Max. 32GB) (Max. 32GB)
512M
USB 2.0/3.0 4/4

Hard Drive

Maximum Raw
Capacity

Gigabit Ethernet port

10GbE
Ethernet port

PCle Slot

8 x 3.5-inch SATA 6Gbps,
SATA 3Gbps hard drive or 2.5-inch SATA, SSD hard drive

12 x 3.5-inch SATA 6Gbps,

SATA 3Gbps hard drive or 2.5-inch SATA, SSD hard drive

64 1B

96 1B

4 (Max. 8)

4 (Max. 8)

Optional

2 (1* PCle Gen.3 x8, 1* PCle Gen.2 x4)

2 (1* PCle Gen.3 x8, 1* PCle Gen.2 x4)

Dimensions
(H)x(W)x(D)

89(H) x 482(W) x 534(D) mm
3.5(H) x 18.98(W) x 21.02(D) inch

89(H) x 482(W) x 534(D) mm
3.5(H) x 18.98(W) x 21.02(D) inch

Weight

Power Supply

Sound Level

Power Consumption

Net weight: 12.14 kg/ 26.76 Ib ; Gros weight: 15.84 kg/ 34.92 b

Net weight: 11.74 kg/ 25.88 Ib ; Gross weight: 15.34 kg/ 33.82 b

Input: 100-240V AC, 50/60Hz Qutput: 250W

Input: 100-240V~, 50-60Hz, 7A-3.5A Output: 500W

3 x 7 cm smart cooling fan

3 x 7 cm smart cooling fan

41.9dB

45.0dB

HDD Standby: 70.87,
In Operation: 131.96

HDD Standby: 69.35,
In Operation: 128.72

HDD Standby: 80.94,
In Operation: 131.44

HDD Standby: 88.88,
In Operation: 173.38

HDD Standby: 87.89,
In Operation: 176.27

HDD Standby: 88.91,
In Operation: 174.64

HDD Standby: 89.82,
In Operation: 176.42

= Design and specifications are subject to change without notice.

Accessories

Category

Order P/N

Description

RAID REXP-1600U-RP Rackmount 16-bay RAID Expansion Enclosure
Expansion
Enclosure REXP-1200U-RP Rackmount 12-bay RAID Expansion Enclosure
SAS Card SAS-6G2E-U Dual-wide-port storage expansion card, SAS 6Gbps
CAB-SAS10M-8088 Mini SAS external cable (SFF-8088 to SFF-8088), 1.0
Cable
CAB-SASO5M-8088 Mini SAS external cable (SFF-8088 to SFF-8088), 0.5 m
mSATA Flash FLASH-256GB-MSATA Two128GB mSATA flash modules
Rail Kit RAIL-B01 BO1 series (Chassis) rail kit kg
m LAN-10G2T-U Dual-port 10 GBase-T Network Expansion Card
10GbE Network
m LAN-1G2T-U Dual-port 1 GbE Network Expansion Card
_ RAM-4GDR3-LD-1600 4GB DDR3 RAM, 1600 MHz, long-DIMM
Memory
_ RAM-8GDR3-LD-1600 8GB DDR3 RAM, 1600 MHz, long-DIMM
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QNAP

All New
QNAP Turbo vNAS Series
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TVS-871U-RP

QvPC = High-speed 10GbE with dual PCle Expansion
LTSy = Use the NAS as a PC with Exclusive QvPC Technology
= 4K Hardware-accelerated Technology
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